WaveWare Technologies, Inc.

Office Hours:

“The Source for all your LED Sign Needs” 8 AM to 5 PM
M-F
2630 National Dr. Texas

Phone: 1.800.373.1466
Fax: 972.479.1735
E-Mail: sales@wirelessmessaging.com 2012

LED Displays and Accessories Catalog

Signs, Software, Parts and other Accessories

Adaptive - Alpha LED Displays

Certified Distributor of Adaptive Micro Systems LED Displays

PPD -

Personal Priority Display LED Serial Clock

Beta Brite Prism 4120C

Hard hat area
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Alpha Vision Alpha Outdoor Series

Alpha Director

Find Brochures for All Adaptive Signs Here: http://www.wirelessmessaqging.com/Product Brochures.html

Other WaveWare Products

“Your Source for Pagers” “Your Source for LED Displays” “Your Source for Paging Systems”

WaveWare Wallpagers




Adaptive LED Message Boards

Adaptive One-Line Displays

Adaptive Beta Brite Prism:

(Includes: Software, USB Cable and Remote)

Single Line -3 in 1 RGB LED’s - Bright Colors

2.1” Tall Characters — 15 Characters

P/N=1196- 800201

Adaptive Beta Brite Classic:

(Includes: Software, Serial Cable and Remote)

Single Line - 8 Super Bright Colors
with 3 Rainbow Effects

2.1” Tall Characters — 15 Characters

P/N=1036- 1111

Alpha
215 Series

R= Red or C= Tri- Color

2.1” Tall Characters — 15 Characters

.1t ¢ ¢ fee 30t 3 31 %2 Tee * H
888 § 5 see weo see 8 8 Beee & s Ses See Tese H
e e s & & @ a8 88 ¢ & & & 87 9 . H

215R P/N=1026- 1211 215C P/N=1026- 1311

2.1” Tall Characters — 20 Characters

Alpha
220C Model
C= Tri- Color 220C P/N=1014- 1111

3.1” Tall Characters — 20 + Characters
Alpha
320C Model
C= Tri- Color 320C P/N=1043- 1112

3.1” Tall Char‘actersi—z(*) + Characters
Alpha
330C Model:
C= Tri- Color 330C P/N=1043-1113
4.0” Tall Characters — 13 Characters

Alpha seezsens
Big Dot Model:
Tri- Color P/N=1038- 1113




Adaptive LED Message Boards

Adaptive Two-Line Displays

This Model Sign is a Two Line Only Display with 0 .7” Tall x 20 Characters, per line

Adaptive PPD 2-Line Only LED Display:

Personal Priority Display

RED Fonts Only - Green has been Discontinued

P/N=1085- 1212

These Sign Models are One or Two Line Displays —2.1” up to 4.8” Tall Characters

Alpha

4080C Model

C= Tri- Color

4080C P/N=1018-2218

Alpha

4120C Model

C= Tri- Color

4120C P/N=1018- 1111

Alpha

4160C Model

C= Tri- Color

4160C P/N=1018- 1112

Alpha

VITAL Sl

4200C Model ~GURLITY A PRODUCTION

C= Tri- Color

4200C P/N=1018- 1113

Alpha NEW!

IR Do’
4240C Model L ‘:'.-!St’:‘l"'ﬂ':':'.f" .

C= Tri- Color

4240C P/N=1018-1114




Adaptive LED Message Boards

Adaptive Three-Line Displays

These Sign Models are Considered as Three Line Displays
Actual Lines can be 1-Line up to 4-Lines. (1.5” to 7.2” Characters)

Alpha

7080C Model

C= Tri- Color

7080C P/N=1024- 1117

Alpha

7120C Model

C= Tri- Color

Alpha

7160C Model

C= Tri- Color

7160C P/N=1024- 1112

Alpha

7200C Model

C= Tri- Color

7200C P/N=1024- 1113




Adaptive LED Message Boards

Adaptive Three-Line Displays

These Sign Models are Considered as Four Line Displays
Actual Lines can be 1-Line up to 5-Lines. (1.5” to 9” Characters)

Alpha

9080C Model

C= Tri- Color

9080C P/N=1142-1111

Alpha

9120C Model

C= Tri- Color

9120C P/N=1142-1112

Alpha

9160C Model

C= Tri- Color

9160C P/N=1142-1113

Alpha

9200C Model

C= Tri- Color

9200C P/N=1142-1114

Alpha

9240C Model

C= Tri- Color

9240C P/N=1142-1115




Adaptive LED Message Boards

Adaptive Multi-Line LED Display:

Model: Alpha Vision Series

Great for Indoor Cinema’s, Ticket Windows and more

Tri- Color

1.4” or 2.1” Tall Characters

Alpha Vision P/N=1142-1115

Adaptive Multi-Line LED Display:

Model: Director Series

Available in Floor Stand or Wall Mount Versions
State which Model - Floor Stand Model Represented Here

Available in 16 Char or 24 Characters per Line

Tri- Color

1.4” Tall x 1” Wide Characters

16 Character P/N=1022-01412A
24 Character P/N=1022-01411A

Adaptive Alpha Eclipse LED Display:

Model: Outdoor Series

%ﬁpisgik
L G HYDNDAI

Contact us for more Information and Pricing

Adaptive Street Smart Sign:

Model: Outdoor Series

Contact us for more Information and Pricing




Adaptive LED Serial Clock

Alpha

Serial Clock Model

Red- Color - 4” Tall Characters

P/N=1033- 1113

Adaptive Sign Software

Adaptive AlphaNet 3.0 Software:

Schedule Messages

“Message Simulator” Allows you to View
Messages Before they are Actually Displayed
Counter Feature to Display Minutes, Hours or
Days to an Event

Ability to Send Messages to Individual or Groups
of Signs

Includes ActiveX Control for Real-Time
Applications

°% Sitehase32.dat - AlphaMET Site Manager
File Edit Messages Yiew Help
(6] @ ¥

F 41

Sites } Groups
@ waveware wireless

Ready

Message Name | Start Day/ Time | Stop Day{ Time
& alpha2.msw Always

ALL MESSAGES

P/N=1092- 9116

Adaptive Beta Brite Classic Software:

Includes 25Ft. Cable and RJ-11/9-Pin Adaptor

P/N=1102- 9102

Adaptive Beta Brite Prism Software:

Requires: USB to Sign Cable (Does Not Include the USB Cable)
USB to Sign Cable Sold Separately: P/N=1096- 100201

Adaptive Alpha Director Software:

Includes 25Ft. Cable and RJ-11/9-Pin Adaptor

Specify for “Director” when Ordering

P/N=1022- 9018




Adaptive Parts and Accessories

Max Stream Wireless: (Wireless Device)

MaxStream solutions operate within the ISM 900 MHz and 2.4 GHz
frequencies.

Several power output and interfacing options (RS- 232, USB, Ethernet,

etc.) are available.

P/N=1102- 9102

Alpha RF 900 Wireless: (Wireless Device)

Alpha RF900™ transceivers enable wireless networking solutions for
Alpha LED displays in retail, industrial and office applications.

Can be configured for point to point or point to multi-point
communications in a client server network.

Additional Client or Server Transceivers are Available P/N=1211-1114

Adaptive Ethernet Serial Server Accessories

Part Number Description
1088- 4113A Ethernet Serial Server RS- 232 MSS100 10/100 Base
1088- 4112A Ethernet Serial Server RS- 485 MSS100 10 Base Only
1088- 9120 Alpha Ethernet Adaptor Kit (Includes 1088- 9317)
1088- 9317 Alpha Ethernet Cable Assembly 8” RJ-11to DB-25F
1088- 8611 Alpha Ethernet Adaptor Cable — Local Remote Mode
1088- 1114B Ethernet Adaptor Il (Most Popular)

Adaptive External Power Supplies

Part Number Description

4021- 1208A BetaBrite Old Style Classic_and All 215 Series (Plugs into Back of Sign) 7v AC Output
4025- 1203 BetaBrite New Style Classic (Not for 215 Series) (Plugs into Side of Sign) 7.5v DC Output
4035- 1201 New Beta Brite Prism Sign ONLY 7.5v DC

4021- 1208 For Old BetaBrite - 120 V AC - (P1026 Version)

4025- 4201 For BetaBrite - 230 V AC - (P1036 Version)

4021- 5202A For Alpha 215 Series — 35W /230V AC 7v DC Output

4015- 4201A For Alpha PPD Series — 35W /230V AC 9v DC Output

4025- 1201 For Alpha PPD (P/S= Model: A40915) — 35W /120V AC w/ 9v DC Output




Adaptive RS- 232 Accessories

Part Number Description

1088- 9040 USB to RS- 232 Adaptor

1088- 9321 RS- 232 Network Kit

4370- 0001C Adaptor - PC RS- 232 Female DB- 25 to RJ- 11

1088- 9108 Adaptor - PC RS- 232 Female DB-9 to RJ- 11

1088- 9105 Adaptor - PC RS- 232 Female DB- 9 to DB- 25 Male

1088- 8625 25 Ft. RS- 232 Cable with 2 RJ- 11’s (Requires 1088-9108 to PC)

1088- 8627 50 Ft. RS- 232 Cable with 2 RJ- 11’s (Requires 1088-9108 to PC)

4331- 0603 6 Pin RJ- 11 Coupler

1036- 9010 * 25ft. Cable w/2 RJ-12’s and RS-232 Serial Adaptor for PC * (9108 and 8625)

Adaptive RS- 485 Accessories

Part Number Description

1088- 1114B Ethernet Adaptor i
1088- 9322 RS- 485 Network Kit
1088- 1111 Converter Box lll with 2 EOL Terminators
4011- 1201 Converter Box AC Adaptor (USA, 10W, 120 v AC In, 9 v DC Out)
4011- 4201 Converter Box AC Adaptor (Euro, 14W, 230 v AC In, 9 v DC Out)
4011- 3203 Converter Box AC Adaptor (UK, 14W, 240 v AC In, 9 v DC Out)
1088- 8634 10 Ft. PC to Converter Box RS- 232 Cable (F to M DB- 9)
1088- 8002 Indoor RS- 485 (22Ga. 2 Conductor, Shielded, 1000Ft. Spool)
7122- 0283 Indoor RS- 485 (22Ga. 2 Conductor, Shielded, 100Ft. Lengths)
4331- 0602 Modular Network Adaptor RJ- 11 to RS- 485 Cable
9708- 8021 Wiring Diagram for Modular Network Adaptor
1088- 8624 8 Ft. RS- 485 Cable with RJ- 11 & Ferrite for Network Drops
1088- 8636 1 Ft. RS- 485 Cable with RJ- 11 & Ferrite for Network Drops
1088- 9107 End-of-Line Terminator for Converter Box lll or Alpha 232 Port
1088- 9038 Converter Kit (Includes: P/Supply, 10 ft. Serial Cable and EOL Terminator)
1088- 8635 10 Ft. Modem to Converter Box RS- 232 Cable (M 25 to F 9 Pin)
1088- 8626 8 Ft. RS- 485 Cable for Back to Back Alpha Configurations
1088- 1211 News Expander Box

Adaptive USB Accessories

Part Number Description
1196- 100201 USB Accessory PC to Prism LED Sign USB Cable
1088- 9040 USB to Serial USB to RS-232 Adaptor




Adaptive Infrared Iltems — Remotes

Part Number Description
1072- 1112CLF Remote Control (Old Gray Jumbo) English 54 Key IR For Most Alpha Signs and older BB
1072- 9001 Remote Control (New Black Remote) for New BB Classic and BB Prism Sign Models
1072- 2121 Remote Control For use with the Director Sign Model Only
1072- 2112 Remote Control (Old Style) Spanish 54 Key IR
1071- 1113 IR Message Loader w/Battery/Cable (Requires Part: 1088-9108)
1088- 8628 3Ft. Cable for Connecting BetaBrite Model to IR Loader

Identify Your Remote

Also, for the Beta Brite Prism Model

NEW Style Sign Remote Control: ———
h ok ok e
A B e =
For the New* Model Beta Brite Classic: -
* (The Power Cord Plugs into the SIDE of the Sign) E E ;
= e

P/N=1072- 9001

OLD Style Sign Remote Control:

For the Older* Model Beta Brite Classic:
* (The Power Cord Plugs into the BACK of the Sign)

Also, for All other Adaptive Alpha Displays, Including the 215 Series

P/N=1072- 1112CLF

Director Sign Remote Control:

Picture Not Available
For the Director Sign: Floor Stand or Wall Model at this Time

For ONLY the Alpha DIRECTOR Model Sign P/N=1072- 2121

For More Information on Adaptive Signs Including Case Sizes, Click Here:
http://www.wirelessmessaging.com/LED Displays.html

W WaveWare Website: www.WirelessMessaging.com

Contact us for More Information on any Adaptive Products
1.800.373.1466 or Sales@WirelessMessaging.com






